SECTION C

TDPL: 5-1-2857 TDPL DATED: 7 Jun 04 TRON#: S64ZJ645

NSN. 4240-01-443- 2476 NOVEN: Cani ster Baffle Assenbly

The follow ng engineering exceptions apply to this TDPL, and shall be
incorporated into solicitations/contracts for the above |isted PRON(S):

1. Unless otherwi se specified, the issues of the specifications and
st andards whi ch are DOD adopted shall be those listed in the DOD SS
and its suppl enents which are current on the date of the
solicitation. Unless otherw se specified, the issues of

speci fications and standards not listed in the DODI SS shall be the

i ssue of the nongovernnent specifications and standards which were
current on the date of the solicitation.

2. TDPL, under PACKAGQ NG DRAW NGS AND DOCUMENTS, change as
fol |l ows:

From P5-1-2857 Rev. -

To: P5-1-2857 DRAFT dated 8 Apr 03 (attached)

3. Drawing 5-1-2855, add new note 11 as foll ows:

THE CANI STER BAFFLE SHALL BE SMOOTH AND FREE FROM | MPERFECTI ONS,
SUCH AS HOLES, BUBBLES, CRACKS, CHECKS, BLI STERS, SHORTS AND

DI STORTI ON; DAMAGE SUCH AS ABRASI ONS, MARS BURNS, PI TS AND
PUNCTURES; CONTAM NATI ON SUCH AS GREASE, O L AND DIRT. NO GLASS ON
THE SURFACE.

4. Drawi ng 5-1-2857, PARTS LIST, change Item No. 3 call-out as
fol | ows:

From 2 06296- 16- 20005 CLASP, CAGE CODE 70474 3

To: 2 D2140 CLAWP, BRASS, BLACK PER 3
M L- F-495, CAGE CCDE 57771

5. Drawi ng 5-1-2857, change the follow ng dinensions as shown:
From To:

1/2 +/- 1/8 3/8 + 1/8
2 5/8 +/- 1/8 212 +1/8
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6. Drawi ng 5-1-2857, change note 4 as foll ows:
From |TEM 2 SHOULD ROTATE FREELY ABOUT | TEM 1.

To: THE ASSEMBLY SHALL BE FREE OF DAMAGE SUCH AS CUTS OR TEARS AND
CONTAM NATI ON SUCH AS DI RT GREASE OR A L.

7. Drawing 5-1-2857, change note 6 as follows:

From CRIMP ITEM3 TO ITEM 2, 2 PLACES. AFTER CRI MPI NG ASSEMBLY
SHALL W THSTAND A PULL TEST COF 25 LBS.

To: CRIMP ITEM3 TOITEM 2 AS SHOMN. THE CRI MPED ASSEMBLY SHALL
HAVE A M NI MUM PULL STRENGTH CF 25 LBS.

8. Drawing 5-1-2857, in field of view add “SEE NOTE 6” to both of
the circle/bubbled item 3 call-outs.

9. Drawing 5-1-2857, to field of view add “SEE NOTE 3” followed by
arrows pointing to the two cut ends of the cord.

10. Drawi ng 5-1-2857, Zone C-2, delete fromfield of view reference
to “NOTE 4” and arrow pointing to cord.

11. QAP5-1-2857, page 4, Part 11l (a), under Category M nor, add
new entry 202 as foll ows:

202 Assenbly pull strength Table I, level Xl CE

12. The followi ng Statenment of Wrk for Ozone Depl eting Chenicals
al so applies:

STATEMENT OF WORK - CQOZONE DEPLETI NG CHEM CALS

I.a. The follow ng specifications and standards nmay be |isted and
i ncluded as part of this Technical Data Package (TDP)/ Scope of Work

(SoW :
M L- STD- 2073/ 1

b. OQher specifications and standards, which identify ODCs anpbng
alternative substances for use, are part of this TDP/ SOV as foll ows:

c. The above specifications and standards allow the optional use of
Ozone Depl eting Substances (ODS) or Ozone Depl eting Chemicals (QODC).
Pref erence should be given to the Non-QODS/ ODC choi ces in conpliance
with Executive Order 12843, dated April 21, 1993, "Procurenent
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Requi renents and Policies for Federal Agencies for Ozone Depleting
Subst ances".

I1. Other specifications and standards contai ning ODS/ ODC nateri al s
and included in this TDP for which a substitute is provided are as
fol l ows:
N A
I1l. OGther specifications and standards included in this TDP that
speci fy use of an ODS/ ODC and have been approved for use are as
fol |l ows:

N A
IV. NOTE: Oferors are requested, although not obligated, to
performtheir own screening of the TDP specifications and standards

or SOV and identify any additional potential ODS/ ODC to the
contracting officer.

Narme (POC): OFFI CE: AVBRD- ECB- ENP-M (RI)
PHONE: MYLARS REQUI RED: No
RESUBM TTAL: Yes DATE: 28 Cct 04



